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PERFORMANCE SPECIFICATION SHEET

MESS BOOTH SEATS, TYPES 1 - 4

This specification is approved for use by the Naval Sea Systems Command,
Department of the Navy, and is available for use by all Departments and
Agencies of the Department of Defense.

The requirements for acquiring the furnishings described herein shall consist
of this specification sheet and performance specification, MIL-PRF-32038.

Types 1 & 2 Types 3 & 4

Single Booth Double Booth
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Section 2-A

REQUIREMENTS:

1. Mess booth seats size and weight shall be in accordance with Table I.

2. Types 3 and 4 shall consist of two each types 1 and 2, respectively, and
be furnished with all hardware required to assemble into complete units
on board ship.

3. Label plate shall be located on the lower inside corner of the end
panel.

TABLE I.  Mess booth seats size and weight

Type
Width
mm

(in)

Depth
mm

(in)

Height
mm

(in)

Weight
kg

(lb)
Comments

1
610
(24)

610
(24)

914
(36)

18
(41)

Single, 1-Person

2
1219
(48)

610
(24)

914
(36)

37
(82)

Single, 2-Persons

3
610
(24)

1219
(48)

914
(36)

35
(77)

Double, 2-Persons

4
1219
(48)

1219
(48)

914
(36)

70
(154)

Double, 4-Persons

Notes:   1. Height does include subbase.
         2. Weight does not include subbase.

Custodians: Preparing activity:
 ARMY - AV  NAVY - SH
 NAVY - SH  (Project 2090-0109-07)
 AIR FORCE - 99


